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TECHNICAL DATA SHEET

TT-324 Silikone 
Spray H1
FINE LUBRICATION AND PROTECTION

Odourless and colourless

Water repellent and high temperature resistant

Prevents oxidation and corrosion

Use

• Shake can thoroughly before use.
• Make sure the surface to be treated is clean and dry.
• Spray evenly over the surface from a distance of 25 to 30 cm.

Product

Characteristics

Excellent lubricating and slide capacity and providing a good 
adhesion and sustainability, result of its low surface tension. 
Designed for light and transparent lubrication of fine mechanisms 
in the food industry, leaving a water repellent film with good 
electrical resistance. Temperature resistance range of finished film: 
-50°C to +250°C. Free from lead and animal fats.

Applications

On all food processing equipment and machine parts in locations 
where there is a potential exposure of the lubricated part to food. 
Suitable for use in all food plants, meat plants, dairies, bakeries, 
canneries, breweries and bottling plants, vending machines and all 
food product delivery vehicles.

Packing

TT-324 Silikone Spray H1 - aerosol 400ml 201501118

Technical Info

• Free of: lead, animal fat.
• Colour: colourless.
• Odour: odourless.
• Resists: water and salt water.
• Temperature resistance: -50°C to +250°C.
• Shelf life: 24 months, keep dry, cool and frost-

proof.
• Safety measures: consult the Safety Data Sheet.


